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TRANSVERSE LINE IN 
PARKING AISLE' 
(OK, THIS SIDE ONLY) 


8" WHITE STRIPE 


PED-XING SIGN 



as o.c. 


\3' DEEP TRUNCATED DOMES 
PER ARCH PLANS 


(PAIR WITH LEADING 
EDGE OF CROSSWALK) 



NOTES: 


1. 


2. 


REFERENCE EACH VESTIBULE ON THE SITE PLAN FOR FINAL LAYOUT, DIMENSIONS AND SIGN 
LOCATION. 

TRANSVERSE LINE OF CROSSWALK SHALL BE LOCATED AT END OF PARKING STALL, LIMITS OF 
ADA ROUTE OR 5' BEYOND VESTIBULE DOORS. TRANSVERSE LINE (FOR TRAFFIC MOVING RIGHT 
TO LEFT PER THIS DETAIL) CAN'T END IN A PARKING AISLE ON THE PARKING LOT SIDE OF THE 
FRONT DRIVE. 


VESTIBULE CROSSWALK STRIPING 


scale: N.T.S. 


ref. 




NOTES: 

1. BOTH SIGNS SHALL BE IN ACCORDANCE WITH THE LATEST MUTCD 
EDITION, WARNING SIGNS W11-2 (TOP) & W16-7P (BOTTOM) WITH 
A BLACK LEGEND ON A FLUORESCENT YELLOW-GREEN 
BACKGROUND 


"PEDESTRIAN CROSSING" SIGN 


scale: N.T.S. 


ref. 



NOTE: 


WORDS SHALL BE APPLIED IN 
ACCORDANCE WITH SECTION 
3B.20 OF THE MANUAL ON 
UNIFORM TRAFFIC CONTROL 
DEVICES FOR STREETS AND 
HIGHWAYS. 

THESE WORDS ARE TO BE 
PAINTED RETROREFLECTIVE 
WHITE. 



"YEILD" PAVEMENT MARKING 


scale: N.T.S. 


ref. 
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GALVANIZED 
SQUARE TUBE 


SEE BREAK AWAY 
TUBE POST 


SLOPE TOP 
OF CONCRETE 


GROUND SURFACE 


2500 P.S.I. P.C. 
CONCRETE BASE 


4-0" 



SIGNAGE 
OTHER THAN 
ACCESSIBLE 
(PED XING, 
STOP, ETC.) 


NOTE: 

THE MIN. HEIGHT 
OF THE BOTTOM 
OF THE LOWEST 
SIGN SHALL BE 
7-0" 


SINGLE POST 


NOTES: 

1. ALL SIGNS SHALL COMPLY WITH U.S. 
DEPARTMENT OF tRANSPORTATION, FEDERAL 
HIGHWAY ADMINISTRATION'S "MANUAL OF 
UNIFORM TRAFFIC CONTROL DEVICES", LOCAL 
CODES AND AS SPECIFIED. MOUNT SIGNS TO 
POST IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTIONS. 

2. GALVANIZED SQUARE TUBE 

POST TUBES - 2"x2"x3/16" 14ga 

POST TUBE SHALL MEET ASTM A1011 GRADE 

50. 

POST TUBE GALVANIZED AS PER ASTM A653 
GRADE 90. 

ANCHOR TUBE - 2-1 /4"x2-1 /4"x3/1 6" 14ga 
HEAVY DUTY ANCHOR TUBE SHALL MEET ASTM 
A500 GRADE B. 

STRUCTURAL TUBE AND STEEL SHALL BE HOT 
DIP GALVANIZED PER ASTM A123. 

THE UPPER SIGN POST SHALL TELESCOPE 
INSIDE THE ANCHOR TUBE A MINIMUM OF 12". 
THE ANCHOR TUBE SHALL BE A MINIMUM 27" 
DEEP WITH 3" MIN. 4" MAX. EXPOSED ABOVE 
FINISH GRADE. 


SIGN POST (IN CURBED SECTION) 

scale: N.T.S. ref. 



1.67" i 


1.26' 


o) fo) Co) Co) Co 


o) Co) Co) Co) Co 


o) Co) Co) Co) Co 


o) Co) Co) Co) Co 


© © © © 


1.67" — 
-1.05" 


© 


0.45" 
AT TOP 
0.9" 
AT BASE 


TRUNCATED DOME PLAN 


I—0.2" HIGH 


in 


NOTE: 

TRUNCATED DOMES BY 
ARMOR TILE, ADA-C-3672 
COLOR: YELLOW 
CONTACT: CHERYL KONASHEWYCH 

(800) 682-2525 TRUNCATED DOME SECTION 

NOTE: CONTRACTOR TO REFERENCE 
MANUFACTURERS GUIDELINES FOR 
INSTALLATION OF TRUNCATED DOMES 

NOTE: 

THIS DETAIL TO BE USED WHERE 
LIMITED TO 3' DEEP 


TRUNCATED DOMES DETAIL 


scale: N.T.S. 


ref. 




CART CORRALS WILL BE PROVIDED BY WALMART 
AND ASSEMBLED/INSTALLED BY THE CONTRACTOR 
AT THE LOCATIONS SHOWN ON THE SITE PLAN. 


CART CORRAL 


scale: N.T.S. 


ref. 




RECEIVED -BID SET 
SHAMES CONSTRUCTION 

October 17, 2014 
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